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ephone and Radlo Cor-
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- Application July 4, 1944, Sarial No. 543,454

18 Claims, (CL 250—1.76)

This invention relates to radio repeaters and
intercepting
radlo impulses or waves transmitted by radio
locating systems and for transmitting in response
tirereto simulated reflections of obstacles such
as ajrerafts and ships, -

In the copending applications of Edmoad M.
Deloraine and Henri G. Busignies, Serial No.
436,846, filed March 30, 1942, and applicant's
copending application, Serial No. 480,603, filed
Mairch 26, 1943, pulse repeating and reflection
falsifying systems are disclosed which operate,
in icsponse {0 the reception of impulses or waves
iransmitted by a racio locating system, to trans-
init return pulses or waves of such strength and
iilne retardation as to simulate a ship or ait-
craft at some selected distance fcom the radio
locating system. These systems are particu-
1arly useful in warfare to mislead and confuse
tie operators of enemy radio locating systems,

it is one of the objects of my present jnven-
tion o improve upon ‘the reflection falsifying
sysiems of the alorementioned applications by
providing a system capable of producing falsify-
ing signals closely simuiating the reflections that
might he expected of a convoy or squadron of
ships or aircraft. ' :

Another ohject of the invention is to provide
a method and means for producing in response
to the reception of radio impulses a composite
rulze signal simulating the refisction of a group
of reflecting obstacles and to effect substantially

. cortihuous change in the signal to further simu-

late change in the position of the obstacles as
might occur during maneuvering of ships or dur-
ing flight of a squadron of aircraft. )

Another object of the invention is to provide
a repeater system with means for indicating the
Torm of the received impulses and also the for-
mation of repeater signals and their timed rela-
tion with respect to the impulses, thereby en-
«bling an operator to monitor the repeater ac-
cording to the form of the received impulse, the
character of the reflecting obstacle or obstacles
to be simulated and the apparent distance of the
falsejy indicated obstacles from the radio locat-
ing system transmitting the radio impulses,

Still another object of the invention is to pro-
vide a signal gencrator for pioducing composite
pulse signals, .

Tiie above and other objects ancillary thereto
will become more clear upon consideration of the
foliowing detailed description to be read in con-
nection with the accompanying drawings, In
which:
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Fig. 1 Is a schematic diagram showing one of
the uses of the {nvention; :

- Fig. 2 is a schematic block diagram of a com-
posite signal repeater according to the prinei-
ples of the invention; SR

Fig. 3 is a schematic wiring diagram of the

‘slgnal generating feature of the repeater;

Fig. 4 is a graphical illustration used in ex-
plaining the aperation of the genérator; and

Fig. 5 is a schematic shawing of the screen
of an oscillograph of Fig. 2 showing the shapes
of a received pulse and a composite pulse to pe
transmitted in response thereto. .

One of the uses of this invention is shown in
Fig. 1. Assume, for example, that the enemy
has a radio localing system as indiested at- 10
for transmitting impulses and for receiving and
indicating reflections of obstacles such as ships
and aircraft. Such systems include means to
determine elevation, azimuth and distance of the
reflecting obstacle. Actording to the prineiples
of this invention, a single airplane (2 may be
provided with a radio repeater system I4 of the
character described in detall herelnafter which
Is- capahle of detecting radio Impulses and to
transmit in response thereto composite pulse
signals simulating the reflections of g squadron
of airplanes in flight. The radio repeater sys-
tern, of course, may be carried by a small boat
or otherwise strategically located to simulate the
reflection of a convoy, squadron of warships or
a group of other reflecting obstacles and thereby
decelve and confuse the enemy. The composite
pulse signal prefersbly is made to constantly
vary in its appearance so as to indicate realisti-
cally the reflection of a group of obstacles in
motion, oo

The block diagram of Fig. 2 shows schemati-
cally the parts of the radio repeater system of
the invention. A two-way entenna {5 Is con-
nected ta a converter transmitter-receiver unit
16 associated with a local oseillator 18 by which
radio frequency or ultra high frequency waves
are beat down to intermediate frequencies for
application to wide band I, F. amplifier stages .
20. For details of the parts I6, (8 and 20, refer-

ence may be made to my aforesaid copending

application Serial’ No. 480,603,

Connected vo the ovtput 21 of the L F. stages -~

20 is an additional wide band I. ¥ stage 22 and
a detector 23. The output of the detector 23 is
connected to a video amplifier 24 which is con-
nected by Une 25 to a siynal! pulse generator 26
adapted to produce the composite pulse for simu-
lating the reflection of a group of obstacles, The
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output 30 from the generator 26 includes g mov-
able contact 3f adapted to be moved selectively
into circuit connection with contacts 32 and 33.
‘When the eircult connection is through contacts
31, 32 the composite pulse produced by genera-

tor 26 is applied to the converter unit 16 for

transmission. When the circult connection is
through contacts 31, 33 the composite pulse sig-

nal is applied over line 34 through voltage divider

35 to a monitor amplifier 36.

It will be understood that in order to siraulate
realistically the reflections of g group ct obsta-
cles in response to a radio impulse, not only the
formation of the composite signal must be pre-
determined but also the shape of the radio im-
pulse and the time relation between the slgnal

d For Release 2007/09/21 : CIA-RDP81-00120R000100050018-3
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and such impulse must be checked. This 1s ac- .

complished by providing the system with a cath-
ode ray oscilloscope 40 having a sweep generator
42 connected by line 43 to the output conriection
25 of the amplifier 24, whereby the sweep poten-
tial produced for the oscilloscepe is timed with
the reception of the radio impulses,
the recalved impulses is also applied from the
detector 23 over line 46 4o the monitor amplifier
U8, Thus, the received Impulse and also the gen-
erated sigrial may be applied across the deflect-
Ing plates 47 and 48 of the oscilloscope, where-
by a tracing showing the shapes and the time

.and amplitude relationship of the impulse and

slgnal can be viewed by the operator. While the
movable contact 31 is closed with contact 33 the
pulse signal generated will not be transmitted.

This arrangement enables the operator to first

menitor and thereby obtain the desired formation
and amplitude of the composite signals and the
desired time relation thereof with réspect to the
received impulses before transmission.

During transmission, the composite pulse pro-
duced by the generator 26 s applied through con-
tacts 31, 32 to the converter unit 8. During this
transmission, however, the signal pulse is also
applied through the converter to the I. F. stages
20 from which the energy is permitted to pass
through a narrow band I. F. stage 50 to a detec-
tor 52 connected to the monitor amplifier 36,

- During transmissien, the I. B, stage 80 responds

to the outgoing signal as well as t0 the incoming
impulse and the connection 48 from the detector
23 feeds an additional amount of the incoming
signal to the amplifier 28 so that when both the
outgoing and incoming signals are about the
same amplitude on the oscilloscope, the ampli-
tude adjustment for the composite pulse signal
!s proper for most purposes. The band of the
I T stage 50 being narrow, it will be clear that
when boti, the transmitted and received signals
are tured to appeay simultaneously at their max-
imum amplitudes they will then be at substan-
tially the same frequency. ‘Thig adjustment of
frequency for the purpose of simulating reflec-
tions for radio location systems is suffictently ac-
curate for the purpose of the invention.
Referring now to Fig, 3 which shows a sche-
matle circuit diagram of the slgnal generator 28,

‘it will bé noted that the video amplifier 24 ig

shown at the input thereof as including a vacuum
tube having a control grid 53 fed with impulse
energy 55 from detector 23. The pulse energy 55
is inverted as indicated at 56 and is applied over
anode output connection 54 through parallel con-
hections 57, 58 and 59 to a plurality of multivi-
brators 61, 62 and §3. These multivibrators are
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of a character commonly known as “flip-flop”

oscillators and therefore need not be described
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in detail except to point out that the tl_'.x'ﬁ.ev Coni= -
stants of multivibrators are controlled by ad-

‘justable resistors Ri, B2 and Ry respectively. By

properly adjusting these resistors, the multivi- .
brators when triggered from o normal stats of
operation to a second state of operation will ce.use:
the multivibrators to return back to the normal
state of opcration after predetermined time de-
lays eccording to the adjustment of their respec-
tive resistor. The multivibrators produce nega-
tive rectangular pulses 64, 65 angd 65 respectively,
on the plate input circuits to which the neiative.
synchronizing Imrpulse §6 s applied, and positive
rectangular pulsés 71, 72 and 73 respectively, on.
opposite plate output circuits 67, 68 and 68 re-
spectively. The durations of the rectangular
bulses are determined by the respective settings
of the resistors Ri, Rz and Rs which, in effect,
conirol the time delay interval between the re-
ception of radio impulses and the transmission
of composite pulse siginals. When the impulse
energy 55 is of insufficient emplitude, the multi-
vibrators may fire at :cme sub-multi le of the
Impulse repetition frequency but this should nor-
mally only occur when thé recefver is mistuned
or elre is too far away from the radio locating
station.

In order to provide variation in the composite
fignal to produce the effect of relative movement
by the obstacles the reflections of which are to be
simulated, I provide for the continuous variation,
at a slow rate, of the time constants of one of the
multivibrators. Xor this burpose, the output
voltage of a known form of undulator 74 (Fig. 2)
is applfed through line 15 and switch 76 to the
delay resistor Rz of multivibrator 62, for exam-
ple, the undulater cemprising g known form of
resictor-capacity, low frequency oscillator ar-
ranged to produce a complex undulation volj-
age. This undulated voltage applied to the re- -
sistor R: operates to vary the duration of the
recianguiar pulse 712 which, as hereinafter
pointed out in detail, alters continuously the for-
maticn of the compesite pulse signal.

The positive output pulses 71, 12 and 78 are
applied to the grids of modulator tubes 81, 82
and 83 respectively. These tubes are normally
biased at or near cut-off and are driven to satura- .
tion by the rectangular pulses. The plates of
these tubes are connected in parallel by lines
84, 85 and 86 and the common output connection
88 thereof inciudes a choke coil 90 which produces
a negative pulse 82 in response to the leading edge
and a damped pulse wave 83 in response to the
trajling edge of each rectangular pulse, such as
shown, for cxample by curve Tia (Fig. 3). As
tke leading edge of pulse 1{ s applied to the
grid of modulator tube 81, for example, current
is drawn through the choke coil 90 thereby pro-
ducing, during the initial flow, the negative pulse
82. Since the trafling edge of pulse 71 is sharp,
this causes a sudden stoppage of current flow
through tube 8i producing the damped oscilla-
tion 93 to occur in the coil 90. By closing switch
95 thereby connecting resistor 86 across the choke.
coil 80, a critically damped resonant circuit is
produced. This changes the wave form from that

“shown by curve Tla to curve 7{b, wherein a single

positive pulse 94 is produced in place of the
damped pulse wave 93. The amplitudes of the
bulses 93 or 94, as the case may be, are con-
trolled by variable potentiometers P, P2 and P3
associated with tubes 81, 82 and 83;

When the resulting wave form produced by
the pulse gunerator is applied through circuit

CIA-RDP81-OO1 20R000100050018-3
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- of a group of moving ohstacles.

contacts 3 and 32 to the converter unit 16, the
R, F. oscillator thereof bursts into R. F. oscilia-

tion and the amplitude of this oscillation is to a -

large extent dependent on the amplitude of the
Plate voltage of such osclllator and the wave
form generated by the pulse generator 26.

-The oscillation of the transmitter will beat
against the local oscillator {8 to produce an inter-
mediate frequency which Is applied to the wide
band I. F. stages 20. To avoid singing of the
repeater and improper triggering of the multi-
vibrators quring composite signal generation and
transmission, the system is pr ovided with a block-

' ing amplifier 100 (Fig. 2) which is fed by the
rectangular pulse 71 over connection 102 from
the multlvibrator 6! which is adjusted to pro-
vide the widest rectangular pulse. The blocking.

amplifier preferably includes an R-C. clircuit
which imposes a slight delay upon the réctangu-
lar pulse energy before it is applied to the I. F.
stage ¢Z. The positive rectangular pulse is in-
verted to negative polarity by the amplifier (00
and is applied to the grid of the I. F. stage 22
whereby the stage is blocked until transmission
of the composite signal is complete.

It will be observed, however, that the narrow
band I. F. stage §0 is not blocked so that energy
of theé composite pulse signal will be applied to
the deflecting circuit of the oscilloscope 48 during
transmission.

The operation of the system will be more clear
to the reader upon considering the graphical
illustration of Pig. 4. Curve @ represents the
radio impulse energy 55 detected by the system.
When this impulse energy 1s applied to the muiti-
vibrator circuits, rectangular pulses 71, 12 and 13
of the different widths {ndicated by curves b,
¢ and d are produced. When these rectangular
pulses are applicd to the modulator circults with
the switch 95 closed, a pulse output according
to curves b1, 1 and di is produced, the positive
pulses of which combine to produce the com-
posité pulse 110, When the switch 85 is open,

e 2007/09/21 : CIA-RDP81-00120R000100050018-3
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’ dnpends or course, upon the axnouut of delay, PN,

g .
Introduced by the width of the rectangular pulses
and also the sweep rate of the oscilloscope. By

observing the screen of the oscilloscope, it is
therefore possible for the operator to adjust for

- the desired delay, the proper power or amplitude
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the resulting pulse output is according to the -

curves of bz, c2 and dz, the positive pulse wave of
which produces, when combined, the composite
pulse 142,

It will be noted that the composite signal 12
is a more realistic reflection simulation of a group
of obstacles than the composite signal 118. These
are but two examples of several different forms of
composite pulses that may be produced by making
varicus adjustments. It will also be ‘understood
that while three multivibrator circuits are shown
that additional multivibrator .eircuits may be

‘provided to add further to the composite signal

formation.

The continuous vanation produced by the
undulator 74 is adapted to vary the position of
one of the pulses or pulse trains relative to the
others produced by the pulse gencrator 26, This,
in effect, produces a realistic variation in the
reflection signal closely simulating the reflection
) Signal 112a, for
example, {llustrates the change produced in signal

112 by the change indicated in broken lines H3 :

on curve C2.

Fig. 5 shows the appearance of the received
impulse and the outgoing signal as viewed upon
the screen of the oscilloscope 40. Since the re-
celved impulse triggers the sweep of the osefllo-
scope, the tracing from the right to the left first
traces the shape of the received impulse and then
the shape of the outgoing signal. The overlap-
ping relation of the impulse and the signal pulses

45

50

for the oulgoing pulse signals and the rate of
change to be produced in the signal by the undu-
lator 718. . -

From the foregolng, it will be clear that ac-
cording to the principles of my invention it is
possible now to produce false reflections closely
simulating the reflections that might be expected
of a glven group of obstacles such as a squadron
of aircraft or a convoy or squadron of ships. It
is also possible by various adjustments to change.
the composite pulse signal to simulate various
groupings of obstacles as well as relative move-
ment between the obstacles such as occur during
the flight of a squadron of aircraft and in the
maneuvering of a squadron of ships.

While I have shown and described the prin-
ciples of my invention in connection with spe-
cific apparatus, it will be understood that the
method of producing the composite signal may
be performed by other apparatus as well. For
cxample, the composite signal may be produced
hy an arrangement of delay devices other than
raultivibrators together with clipping circuits and
differentiators or the like for producing the de-
sired pulscs from which the composite signel is
preduced. - It will be understood, therefore, that
the specific apparatus herein shown and de-
scribed is to be regarded as illustrative of the in-
vention only and not as limiting the scope of the
invention as set forth in the objects and the ap-
pended claims.

I claim:

1. The method of simulating in responuse to a
train of radio impulses the reflections that would
he produced by a given group of reflecting ob-
stacles comprising producing a plurality of trains
of pulses, timing separately each train of pulses
with respect to the other trains of pulses to sim-
ulate by means of each of said tvains of pulses
the reflection of one of said obstacles according
to size and position thereof relative to the other
of sald group of cbstacles, and mixing said
trains of pulses together to produce composite
signals simulating the reflection characteristics
of said group.

2. The method defined in claim 1 wherein the
timing of said trains of pulses tncludes the step
of varying continuously the timing of at least
one of said trains of pulses thereby simulating
relative movement of said obstacles by the re--
sulting variations produced thereby in said ccm-
posite signal. )

3. The method deflned in claim 1 wherein the
production of said plurality of trains of pulses
includes the step of translating each pulse
thereof into a short damped pulse wave so that
when the traips of pulses are mixed correspond-.
ing portions of the pulse waves will combine to.
produce realistic reflections of a mixed group of
objects.

4. The method defined in clalm 1 wherein the AT
production, of sajd plurality of trains of pulses. N

" includes the step of translating each pulse there~.

70

75

of into a short damped pulse wave, and the tim-
ing of each train of pulses includes the step of
varying substantially continuously the timing of
at least one of said trains, thereby producing
when said short damped pulse waves are com-
bined a composite reflection signal the forma-
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tion ot whlch varles contlnuously to simulate

. realistically the reﬂection of & group of moving

obstacles. :
5. A repeater system for falsely simulating the
reflection of a group of obstacles in response to

' a radio impulse comprising means for detecting

radio impulses, pulse generating means respon-
sive to energy of & detected impulse to0 produce
a composite pulse signal simulating the reflec-
tion characteristics of sald group of obstacles,
and means to transmit sald composite pulse sig='
nal at substantially the same carrier freguency
at which sald impulse was detected.

6. The system defined in claim § wherein the
pulse generating means includes a plurality of
means eéach responsive to the received impulse to
produce a plurality of pulses each of which is
timed separately from the timing of the other of
said pulses, and means for combining the pulses
thus produced to form sald composite sirnal.

7. The system defined In claim 5 wherein the

_ pulse generating means includes a plurality of

means each responsive to the recived lmpuise to
produce a plurality of pulses ¢..ch of which is
timed $eparately from the timirgz of the other of
said pulses, means for combining the pulses thus
produced to form safid composite sigaal, and
means varying the timing of at least one cf said
pulse producing means, thereby producing
changes in the formation of the c\mpos.te sig-
nals,

8. The system defined in claim 5 wherein the
pulse generating means inecludes means for pro-
ducing diffcrently timed damped pulse waves
and means to combine said waves to form sald
ccmposite pulse signal.

9. A repeater system for falsely sinudating the
veflection on a group of obstacles in response to
3 train of radio impulses comprising means for
detecting said radio impulses, a plurality of pulse
generating means each responsive fo ihe energy
of a detected train of impulses to produce
a corresponding train of pulses, the irains of
pulses each being timed separately from the
other trains of pulses, means for mizing tczether
the pulse {rains, whereby corresponding pulses
thereof combine to produce a train of composite
pulse signals simulating the reflection character-
istics of sald group of obstacles, and means to
transmit said composite pulse signals at sub-
stantially the same carrier frequency at which
said impulses are detected.

19. The system defined in claim 9 in combmn—
tion with means for varying continuously the
timing of one of the pulse producing means,
whereby the pulses produced thereby slter con-
tinuocusly the formation of the composition pulse,
thereby simulating movement by said obstacles.

11. A repeater system for falsely simulating the
reflection on a group of obstacles In response to
a train of radio impulses comprising means for

' -detecting said radio impulses, a plurality of pulse

renerating means each responsive to the energy
of a detected train of impulses to produce
a train of pulses, each said pulse producing means

_Including a multivibrator adapted to be triggered

from a normal state of operation to a second state

of operation by the enerzgy of a detected impulse, .

sajd multivibrators each having different time
constants whereby they revert back to said nor-
yal state of operation at different time intervals
after the triggering operation, thereby producing
a plurality of rectangular pulses each differing
in width from tlie others, means fo translate said
rectangular pulses into narrow width pulses cor-
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respondmg in time to the lea.ding and tra.ﬂlnz :

edges of said rectangular pulses, means for mixing -

the narrow width pulses cbrrespondlng to said
trafling edges whereby they combine to produce

‘& train of composite pulse signals simulating

the reflection characteristics. of sald group of
objects.

12, The system defined in claim 11 in combina-
tion with means for producing a varying voltage,
and means for applying sald varying voltage to
one of said mullivibrators for varying the time
constants thereof, thereby changing continuously
the width of the rectangular pulses produced
thereby. )

12. The system defined in claim 11 wherein the
means for translating  said rectangular pulses
inzludes a modulator tube having a grid eireuit
and a plate cireuit with a choke coil therein, and
means for applying the rectangular pulse energy
to the grid of said tube, whereby a short damped
bulse wave Is produced in said plate circuit in time
relation to the trailing edge of each rectangular
pulse.

14. A composite signal producing generator
comprising a plurality of multivibrators con-
nected together in parallel circujt arrangement,
means for applying an impulse to said multivi-
brators for triggering them from a normal state
of operation to a second state of operation, esch of
sald multivibrators having means to control the
time constants thereof whereby ti1e multivibrators
may be adjusted to return frova the second state
of operdation to said normal state of operation |
to produce rectangular pulses of selected widths,
a plurality of means each for translating the
rectangular pulses produced by one of said multf-
vibrators to produce narrow pulses corresponding
in time with the leading and trailing edges of
the rectangular pulses, and means for mixing the
pulse output of said plurality of means, whereby
the narrow width pulses corresponding to the
trailing edgec of sald rectangular pulses combine
to form the composite pulse signals.

15. The pulse generator defined in claim 14
in combination with undulator means having a
source of variable voliage, and means for apply-
ing sald variable voltage fo the time constants
control means of at least -one of said multivi-

brators whereby the rectangular pulse produced - '

thereby is varicd in width according to variation.s
in said volinge.

16. The signal generator defined in claim 14
wherein each means for translating said ree--
tangular pulses includes a modulator tube hav-
ing a grid circuit and a plate circuit with a
choke coil therein, and means for applying the:
rectangular pulse energy to the grid of said tubes,
witereby a short damped pulse wave is produced
In sald plate circuit in time relation to the trail-
ing edge of each rectangular pulse.

17. A repeater system for falsely simulating the
reflection of a group of obstacles in response to
radio impulses comprising means for detecting
radio impulses, a eathode ray oseilloscope, means

for producing a sweep potential for said oseillo- -

scope timmed to the reception of said radio im-
pulses, pulse generating means responsive to

energy of each radio impulse to produce a pulse :
signal simulating the reflection characteristics = -’

cf «aid group cf ohstacles, a deflecting eircuit for
cald oscillograph, and means for applying energy

of the detected impulses and the energy of said -

generated pulse signals to sald deflection clreuit,
whereby the formation of the detected impulses
may be . observed and the formation and timing .-
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,of the pulse slgnals with respect to sald detected

impulses may be observed and monitored, and
means for transmitting sald pulse signals st
substantially the same carrier frequency at which
sald Impulses are detected,

. 18. The system defined in clzin 17 in combina-
tion with means responsive to operation of said
pulse generating means for blocking the means
for detecting radio impulses for the duration of
the pulse signal.

SVEN H. M. DODINGTON.
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